
 

12 Volt PSU’s  Grade Class  
1381 UN II 

1381FSA UN II 
1381FSB UN II 
1381FSC UN II 
1381LN UN II 
1381N UN II 
1381N-B UN II 
1381NS UN II 
1381NSU UN II 
1381NU UN II 
1381NUS UN II 
1381SN UN II 
1382FSB UN II 
1382FSC UN II 
1382M UN II 
1382N UN II 
1382NU UN II 
1382NUS UN II 
1382SN UN II 
1383 UN II 
1383FS-K UN II 
1383FSB UN II 
1383N UN II 
1383NU UN II 
1383NUS UN II 
1384 UN II 
1385FSB UN II 
1385FSD UN II 
1385N UN II 
1385NU UN II 
1390AC UN II 
GEMINI 1211 UN II 
GEMINI 1212 UN II 
GEMINI 1213 UN II 
VR121000EB UN II 
VR121000EE UN II 
VR1215 UN II 
VR12500EB UN II 
VR12500EE UN II 
 

24 Volt PSU’s  Grade Class  
2401 UN II 

2401BM UN II 
2401PTE UN II 
2402 UN II 
2402BM UN II 
2402PTE UN II 
2403 UN II 
2403BM UN II 
2403BMLB UN II 
2403LB UN II 
2403PTE UN II 
2405 UN II 
2405-H UN II 
2405BM UN II 
2405BM-H UN II 
2405BMLB UN II 
2405LB UN II 
2405PTE UN II 
2405PTE-2B5 UN II 
TR2 UN II 
TR4 UN II 
VR2410 UN II 
VR241000EB UN II 
VR241000EE UN II 
VR2420 UN II 
VR2420-4 UN II 
VR2440 UN II 
VR2440-4 UN II 
VR2440-4P UN IV 
VR2440-8 UN II 
VR2440-P UN IV 
VR24500EB UN II 
VR24500EE UN II 
VR2460-4 UN II 
VR2460-4P UN IV 
 

Ancillaries  Grade Class  
Beacons    

HF2S 1w + SMA or FX UN IV 

HF2S 2w + SMA or FX UN IV 

HF2S 3w + SMA or FX UN IV 

HF3S 5w + SMA or FX UN IV 

Loop Alarm    

LA-CB-100 UN II 

LA1 UN II 

 

Ancillaries  Grade Class  
External Sounder    

PRIMA 100 UN IV 

PRIMA 200 UN IV 

SAB Module / Timer    

SAB 1028 UN II 

SAB 1045 UN II 

TIM 1032W UN II 

Exit guard    

X 12D UN II 
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The following products are not required to meet the specific functional or performance requirements under PD6662: 2004. 
However they may be used in, or in conjunction with such installations where the system design is such that these products 

do not fall within the assessed scope of the intruder system e.g. for supplementary indicating or control functions. 


