
MAGNETIC CONTACTS - 
GRADE 3

INTRUDER

APPROVALS COMPLIANCEFEATURES

GRADE 3 METAL AND PLASTIC CONTACTS FLUSH MOUNTED OR SURFACE MOUNTED CONTACTS

PD6662:2017
EN50131-1:2006
EN50131-2-6:2008

Ideal for single or multiple doors
Cabled or Terminal
Environmental class II and III
5 year warranty

Some versions also meet the requirements for Nfa2P. Please contact us for more information on these items.

•
•
•

•
•
•
•

For use with wired alarm systems, to protect windows, doors and 
roller shutters. Elmdene have a vast range of Grade 1, 2 and 3 
magnetic contacts, in Metal of Plastic, Flush or Surface mount, to suit 
the application.

Part 
Number Grade Env/

Class Type Potted/
Terminal

Metal/
Plastic

Operating
Gap (mm) Resistors Dimensions (mm)

EN3-QFC-GN

EN3-QFC-GY

EN3-QFC-RD

3 III

Flush Potted P 13

1k/1k

4k7/4k7

4k7/2k2

20mm dia

27mm depth

EN3-QSC-GN

EN3-QSC-RD
Surface Potted P 11

1k/1k

4k7/2k2
70 L x 17 W x 15 D

EN3-LSC-GN

EN3-LSC-GY

EN3-LSC-RD

Surface Potted P 7

1k/1k

4k7/4k7

4k7/2k2

93 L x 25 W x 25 D

EN3-RSA-GN

EN3-RSA-RD
Roller

Shutter Potted M 18
1k/1k

4k7/2k2
150 L x 40 W x 14 D

*Some part numbers within this range 
may be subject to MOQs
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Find out more

https://www.elmdene.co.uk/
https://www.elmdene.co.uk/detection-hold-up/magnetic-contacts
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GRADE 1 & 2 METAL AND PLASTIC CONTACTS FLUSH MOUNTED OR SURFACE MOUNTED CONTACTS.

MAGNETIC CONTACTS - 
GRADE 1 AND 2 

INTRUDER

Part 
Number Grade Env/

Class Type Potted/
Terminal

Metal/
Plastic

Operating
Gap (mm) Resistors Dimensions (mm)

6QFC-GY 2 III Flush Potted P 20 4k7/4k7 20mm dia

6F-GN 2 III Flush Potted P 10 1k/1k 7.5mm dia

6FM2-BL 
6FM2-GN 2 III Flush Potted M/P 20

8k2/8k2 
1k/1k 25mm dia

QFT-GN 
QFT-RD 2 II Flush Terminal P 10

1k/1k 
4k7/2k2 20mm dia

RFT-RD 2 II Flush Terminal P 10 4k7/2k2 20mm dia

QST-GN 
QST-RD 2 II Surface Terminal P 20

1k/1k 
4k7/2k2 70 L x 17 W x 15 D

6S-GN 
6SL-GN 2 III Surface Potted P

15
20

1k/1k 
1k/1k

38 L x 14 W x 8.5 D 

65 L x 17 W x 15 D

6SM-GN 2 III Surface Potted M 15 1k/1k 38 L x 16 W x 9.5 D

6HD-GN 
6HD-SO-GN 2 III Surface Potted M 25 1k/1k 80 L x 19 W x 12.5 D 

VHDA-GN 2 II Surface Terminal M/P 42 1k/1k 170L x 25W x 25D

6RSA-100-BL 
6RSA-100-GN 
6RSA-100-RD

2 III Roller 
Shutter Potted M 55

8k2/8k2
1k/1k 

4k7/2k2
150L x 40W x 14D

for more information on this extensive range, features and approvals, click the button below.

Find out more

https://www.elmdene.co.uk/
https://www.elmdene.co.uk/detection-hold-up/magnetic-contacts/grade-1-2-3



