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Product Grade Class Compliance

Power Supplies

EN2 Range 2 II
BS EN50131-6:2008

EN3 Range 3 II

External Sounders

HS-500C-G2, Quartz-1000-G2, Quartz-3000-G2, 
Vertec-1000-G2

2 IV

BS EN50131-4:2009HS-500-G3, HS-500M-G3, Quartz-1000-G3, Quartz-3000-G3, 
Rapier-G3S, Rapier-G3P, Rapier-G3W, Vertec-3000-G3

3 IV

Rapier-G4S 4* IV

Internal Sounders

INT 400S, 500S, 600S 2 II
BS EN50131-4:2009

INT 400, 500, 600 3 II

Magnetic Contacts

B, BP, F, FM2, HD, HD-SO, HDBR, HDBR-SO, HSI, RSA, RSC, 
RSL, RSM, S, SFE, SFU, SL, SM, VS105, VS222, VS302, 
VS303, M, MDP, MDA, MST, QFC, QSC, FMBR

2 III

BS EN50131-2-6:2008EN3 Range 3 III

PHD, RFT, SHD, SHD2, VHDA, QFT, QST 2 II

QF-5 1 II

Speakers

TS443-16, TS443-16T, TS443-8 All** II

Detection & Hold Up

Limpets E16, E16A, E20, ELM-PA-G3 3 II BS EN50131-1:2006+A1:2009

Ancillaries

Document Box All** II

ELM-Keypad-Box All** II

Junction boxes: EN3-JB7, EN3-JB10, EN3-JB26 3 II

BS EN50131-1:2006+A1:2009Junction box: EN3-JB9-HD 3 III

Set Switch Range 3 II

*When used with ID biscuit
All** Not required to be graded but suitable for use in PD6662 systems

The following Elmdene products may be used in systems designed to comply with PD6662:2010 at the 
indicated security grade and environmental class.
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